One Way Light Barrier ELS -30. .. SENSORIK

Austria

High performance One Way light barriers for robust working conditions
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o - UNFOCUSSED LIGHT
- HIGH SENSING DISTANCE

- HIGH TOLERANCE AGAINST STAINING
- HIGH TOLERANCE AGAINST LATERAL OFF-SET

Type ELS 30 - ..7 robust against external light
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One Way Light Barrier ELS -

30 ...

Connection cable

Length 3 m 4 x 0,25 mm?; solid cast
(at request also with quick diconnect cable)

Interconnection cable

Length: sensing distance + 3 m (max. 30m)

3 x 0,14 mm? flexible with round-plug connection

Weight

400 g

Protection standard

IP 54 (IP 65 at request)

Operating temperature

-5°C bis + 60°C

Electric data

Operating voltage (short circuit protected)

10-30 VDC
Ripple voltage max. 10 %
Duration of operating 100 %

Closed-circuit power supply

app. 45 mA/24 V

on-state current
(without output current)

app. 50 mA/24 V

Final Stage

Output current per channel

max. 200 mA, limited current
P and N channels concurrently loadable

Switching frequency

15 Hz

Voltage drop in switched position

max. 1,5V (UB =24V, IL =200 mA)

Short-circuit protection

integrated

sensing range ELS 30-...-7A

adjustable up to 5000, 10000 and/or 15000, 25000 mm

sensing range ELS 30-...-6

adjustable up to 25.000 mm

Type ELS 30-6-25.000 S/E

adjustable up to  30.000 mm

Type ELS 30-6 max S/E

order codes: (sensing distance in mm)

ELS30- 5.000-7A S/E...
ELS 30-10.000-7A S/E. ..
ELS 30-15.000-7A S/E. ..
ELS 30-25.000-7A SIE. ..

ELS30- 5.000-6 S/E...
ELS 30- 10.000-6 S/E...
ELS 30- 25.000-6 S/E. ..
ELS30- 6 max. S/E ...

S

SENSORIK Austria GmbH A-4650 LAMBACH Salzburger Strasse 77a Tel. 07245/22001-0 Fax 07245/22001-22



